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AutoHybrid
Telephone Audio Interface
JK Audio introduces AutoHybrid, a simple, passive, auto-answer/disconnect telephone line hybrid. This low cost telephone interface allows simultaneous send and receive audio through analog telephone lines. Not just another half duplex auto-coupler, this is a full duplex AutoHybrid. Perfect for remote monitoring, IFB feeds, and many simple studio, conferencing, and PA telephone interface applications.
The small desktop unit easily converts to a rack-mount unit using the optional RA4 Rack Panel. The RA4 holds four AutoHybrids in a 1U rack space. That’s four hybrids in a 1U space.  What will you do with your extra rack space?
The dual transformer hybrid circuit provides a nominal 20 dB trans-hybrid loss. Transmit audio will appear mixed with caller audio, but at a level 20dB lower than transmit level. Detachable screw terminal block for easy connection to remote control features. Balanced XLR jacks for easy connection to professional audio equipment. 
Transmit female XLR, 1000 ohms balanced, line level
Receive male XLR, 600 ohms balanced, line level.
Off-Hook LED

Auto-Answer switch
Screw terminals for:


Off-hook control (+5 VDC momentary)

Release control (+5 VDC momentary)

OH LED signal (pulled to ground on OH)
Line RJ11

Aux RJ11
FCC, Austel, & European CE approvals in process.
Size: 4” x 5” x 1.5” (10.5 x 13 x 4 cm)
Weight:  1 pound
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